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SL-R8MODEL

Product Features :

Rotation Brush Machine

Model/Item No : SL-1100 R8 SL-1400 R8

Max. working width : 43” (1100mm) 54” (1400mm)

Max. working height : 5” (127mm)

Min Work-pieces : 4” x 6.3” (100mm x 160mm)

Min. Work-pieces thickness : 3/8” (10mm)

Carousel speed : 4~24 R.P.M

Variable Feeding speed : 2~12M / min

Speed of Sanding Wheel : 100~1200 R.P.M

Carousel Motor : 2HP

Sanding Head Motor : 3HP x 4

Conveyor motor : 3HP (2.2KW)

Brush Sanding Head Diameter : Ø 280 mm × L350 mm × 8 Ø 280 mm × L500 mm × 8

Vacuum Motor : 15HP(11.2KW) 15HP(11.2KW) x 2

Machine Dimension ( D x W x H ) : 2420 x 2020 x 2060 (mm) 2800 x 2250 x 2060 (mm)

Packing Dimension ( D x W x H ) : 2810 x 2200 x 2340 (mm) 3210 x 2550 x 2340 (mm)

Net Weight : 3000 KGS 3200 KGS

Gross Weight : 3600 KGS 3850 KGS

R8

The machine is designed and equipped with our latest 
“Rotation Change”. 
This allows the operator to replace one sanding tool to the 
other for minutes. 
The feature provide a highly efficient 
when abrasive sanding strips are required 
replacing quickly on a short notice. 
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